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BEAM CLAMPS
Finish:  Painted Green, or Electro-galvanized Order By:  No. and Finish 

Note:  Use in pairs or with other support

Te
ch

. D
at

a
Fi

be
rg

la
ss

Po
we

r-A
ng

le
Jr

. C
ha

nn
el

Un
ip

ie
r®

So
la

r C
om

po
ne

nt
s

Co
nc

re
te

 In
se

rts
El

ec
tri

ca
l

Pi
pe

 H
an

ge
rs

Pi
pe

 &
 C

on
du

it 
Cl

am
ps

Fi
tti

ng
s

Fa
st

en
er

s
M

et
al

 C
ha

nn
el

1⁄2"
A

17⁄32" Hole

13⁄8"

PS 2623 – Swivel Adaptor

PS 3201 – Swivel Nut

PS 871 – Safety Anchor Strap

Weight/100 pcs:  31 lbs.

Rod 
Size

Wt./100 
pcs

1⁄4" 4

3⁄8" 4

1⁄2" 3

Use With: 
PS 2622 Beam Clamp

"A" 
Length

Wt./100 
pcs

9" 33

12" 45

15" 57Use with: 
 PS 858, 
 PS 865 
(Cannot be used with 5⁄8" rod  
size beam clamps and larger)

Rod Size
up to 1⁄2"

Rod Swivel 15
All Directions

PS 2622

PS 858 – Heavy Duty Beam Clamp

PS 865 – Wide Throat Heavy Duty Beam Clamp

Part 
No.

"A" 
Rod  
Size

B C D
Load 

Ratings 
lbs.

Wt./100 
pcs

PS 858 1⁄4 1⁄4" - 20
1⁄8" 3⁄8" x 11⁄2 7⁄8" 650

67
PS 858 5⁄16 5⁄16" - 18 67
PS 858 3⁄8 3⁄8" - 16 3⁄16"

1⁄2" x 11⁄2 15⁄16"
1,100 100

PS 858 1⁄2 1⁄2" - 13 1⁄4" 1,600 130
PS 858 5⁄8 5⁄8" - 11

5⁄16" 5⁄8" x 11⁄2 15⁄16" 2,400
160

PS 858 3⁄4 3⁄4" - 10 160

Part 
No.

Rod 
Size B C D E

Load 
Ratings 

lbs.

Wt./100 
pcs

PS 865 3⁄8 3⁄8" 3⁄16"
1⁄2"

111⁄16"

29⁄32" 1,100 151
PS 865 1⁄2 1⁄2" 1⁄4" 15⁄16" 1,600 195
PS 865 5⁄8 5⁄8" 5⁄16" 5⁄8" 15⁄16" 2,400 225

Set Screw
Size C
IncludedWeld

7⁄8"
21⁄2"

21⁄2"

11⁄8"
Tapped Hole
Size A

B

D

B

35⁄8"

31⁄4"

Set Screw
Size C Included

Tapped
Hole

Size A 

D

E

Weld

For beams between 3⁄4" (19) to 15⁄8" (41) thick flanges.

Weld is not continuous it is either 11⁄4" - 13⁄4" long or 
2 spot welds. All welds are on the top and bottom.

For beams under 7⁄8" thick flange.Weld is not continuous it is either  
11⁄4" - 13⁄4" long or 2 spot welds. 
All welds are on the top and bottom.

PS 135X – Light Duty Beam Clamp

Weight/100 pcs:  14 lbs.

Material:  Steel

Use With:  1⁄4" rod

Load Rating:  75 lbs.

PS 2626 – Beam Clamp

Finish:  Plain, painted green 
or electro-galvanized

Load Rating:  500 lbs.

Part  
No.

"A" 
Range

Wt./100 
pcs

PS 2626 6 21⁄2 - 6" 125
PS 2626 9 51⁄2 - 9" 140
PS 2626 12 81⁄2 - 12" 171

Use With: 
PS 2622 Beam Clamp or  
PS 2624 Wood Beam Hanger

Load Rating:  300 lbs.

PS 85 – Rod or Insulator Support

Rod 
Size A B Load 

Ratings
Wt./100 

pcs
1⁄4" 11⁄8" 11⁄4" 150 23
3⁄8" 2" 2" 350 95
1⁄2" 25⁄8" 21⁄4" 400 195

Flange Thickness: 7⁄8" Maximum

Material:  Malleable Iron

B

A

Clamp Requires
1⁄2" Diameter Rod and
2 Hex Nuts Sold Seperately

A


