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Wallplates & Weather-Resistant Covers

TRadiTional | Toggle

• Accent any wall covering with a wide selection of colors and finishes
• Mounting screws on one-gang thermoplastic (nylon) are preinstalled and captive
• Smooth face and rounded edges resist dust accumulation
•  Available in a wide selection of materials, sizes and colors to complement any wall color or covering

Midway
• Midway wallplates can be used to hide wall surface irregularities
• Midway wallplates are a full 0.375" taller and wider than standard wallplates

Oversize
• Oversize wallplates can be used to hide greater wall surface irregularities than those hidden by Midway wallplates
• Oversize wallplates are a full 0.75" taller and wider than standard wallplates

Features and Benefits

Toggle

 Plastic, Nylon and Metal  U R

                   Thermoset (Plastic)    Thermoplastic (Nylon)                                               Metal                                             

 Description Color Cat. No. Cat. No. Cat. No.  Cat. No. Cat. No. Material Type Cat. No. Cat. No. Cat. No.  
   STANDARD MIDWAY OVERSIZE  STANDARD MIDWAY  STANDARD MIDWAY OVERSIZE

 1-Gang White 88001 80501-W  88101  80701-W PJ1-W Chrome 1901 — —  

  Ivory 86001 80501-I  86101  80701-I PJ1-I Aluminum 83001 — —  

  Lt. Almond 78001 80501-T —  80701-T PJ1-T Brass 81001 — — 

  Gray 87001 — —  80701-GY PJ1-GY Polished Brass 81001-PB — — 

  Black —  — —  80701-E PJ1-E Stainless Steel 84001 — 84101 

  Brown 85001 80501  85101  80701 PJ1 Non-Magnetic S/S 84001-40 SSJ1-40 84101-40 

  Red — — —  80701-R PJ1-R  — — —

 2-Gang  White 88009 80509-W   88109  80709-W PJ2-W Chrome 1909 — — 

  Ivory 86009 80509-I   86109  80709-I PJ2-I Aluminum 83009 — — 

  Lt. Almond 78009 80509-T  —  80709-T PJ2-T Brass 81009 — — 

  Gray 87009 — —  80709-GY PJ2-GY Polished Brass 81009-PB — — 

  Black — — —  80709-E PJ2-E Stainless Steel 84009 — — 

  Brown 85009 80509   85109  80709 — Non-Magnetic S/S 84009-40 SSJ2-40 84109-40 

  Red — — —  80709-R —  —  —

 3-Gang  White 88011 80511-W   88111  80711-W PJ3-W Aluminum 83011 — — 

  Ivory 86011 80511-I   86111  80711-I PJ3-I Brass 81011 — — 

  Lt. Almond 78011 80511-T  —  80711-T PJ3-T Polished Brass 81011-PB — — 

  Gray 87011 — —  80711-GY — Stainless Steel 84011 — — 

  Black — — —  80711-E PJ3-E   Non-Magnetic S/S 84011-40 SSJ3-40  84111-40 

  Brown 85011 80511  —  80711 PJ3  — — — 

  Red — — —  80711-R —  — — —

 4-Gang  White 88012 80512-W  —  80712-W PJ4-W Aluminum 83012 — — 

  Ivory 86012 80512-I  —  80712-I PJ4-I Brass 81012 — — 

  Lt. Almond 78012 80512-T  —  80712-T PJ4-T Polished Brass 81012-PB — — 

  Gray 87012 — —  80712-GY — Stainless Steel 84012 — — 

  Black — — —  80712-E — Non-Magnetic S/S 84012-40 — 84112-40  

  Brown 85012 80512 — — —  — — —

 5-Gang  White 88023 — —  80723-W — Brass 81023 — — 

  Ivory 86023 — —  80723-I — Polished Brass 81023-PB — — 

  Lt. Almond 78023 — — — — Non-Magnetic S/S 84023-40 — — 

  Brown 85023 — — — —  — — —

               Continued on next page


