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Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).  
To prevent electrical shock, diconnect electrical supply before installation or servicing.
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attention

      AVoId ALL ConTACT wITh LEd SURFACE, LEds ARE EASILy dAmAgEd!
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Drywall installation        

see focal point frame kit 
instruction sheet is160 make electrical connections
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Contractor is responsible for adequately reinforcing walls and/or ceilings to support fixture weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/
or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC 
is prohibited. US Patents: d605,340; d605,341; d605,342; d608,490; d620, 190S. European Patents: 001596313-0001, 001596313-0002, 001596313-0003, 001596313-0004, 
001596313-0005, 001596313-0006, 001596313-0007, 001596313-0008, 001596313-0009. Canadian Patents: 130763, 130764, 130765, 130766.
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serVice

remoVe DriVer coVer112

0-10V dImmIng & non-dImmIng STAndARd wIRIng

WHITE (NEUTRAL)
BLACK (LINE)

GREEN

PURPLE (+)
GRAY (-)

PURPLE

GRAY

**OPTIONAL**

(individually capped at factory
 for non-dimming applications)
(if capped together, �xture will 

automaticaly dim to lowest setting)

0-10V DIMMER*OUTPUT WIRE VARIATIONS:
RED (+), BLUE (-)
RED (+), BLACK (-)
BLACK (+), YELLOW (-)

(-)*

(+)*

LED

reference DriVer manufacturer’s spec sheets for DriVer specific wirinG DiaGrams.
emerGency luminaires wireD accorDinG to Battery mAnUFACTURER’s instructions.


